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CAUTION NOTICE

THE SUBSURFACE INFORMATION AND THE SUBSURFACE INVESTIGATION ON WHICH IT IS BASED WERE MADE FOR THE PURPOSE OF STUDY, PLANNING, AND OESIGN, AND NOT FOR CONSTRUCTION OR PAY PURPOSES
THE VARIOUS FIELD BORING LOGS, ROCK CORES, AND SOIL TEST DATA AVAILABLE MAY BE REVIEWED OR INSPECTED IN RALEIGH BY CONTACTING THE N.C. DEPARTMENT OF TRANSPORTATION,
GEOTECHNICAL ENGINEERING UNIT AT (919 TOT-6850, NEITHER THE SUBSURFACE PLANS AND REPORTS, NOR THE FIELD BORING LOGS, ROCK CORES, OR SOIL TEST DATA ARE PART OF THE CONTRACT

GENERAL SOWL ANO ROCK STRATA DESCRIPTIONS AND INDICATED BOUNDARIES ARE BASED ON A GEOTECHNICAL INTERPRETATION OF ALL AVAILABLE SUBSUSFACE OATA AND MAY NOT NECESSARILY
REFLECT THE ACTUAL SUBSURFACE CONDITIDNS BETWEEN BORINGS OR BETWEEN SAMPLED STRATA WITHIN THE BOREHOLE, THE LABORATORY SAMPLE DATA AND THE IN SITU UN-PLACE) TEST DATA CAN BE
RELIED ON ONLY TO THE DECREE OF RELIABILITY INHERENT N THE STANDARD TEST METHOD THE OBSERVED WATER LEVELS OR SOIL MOISTURE CONODITIONS INDICATED IN THE SUBSURFACE

INVESTICATIONS ARE AS RECORDED AT THE TIME OF THE INVESTIGATION, THESE WATER LEVELS OR SOIL MOISTURE CONDITIONS MAY VARY CONSIDERABLY WITH TIME ACCORDING TO CLIMATIC CONDITIONS INCLUDING
TEMPERATURES, PRECIPITATION, AND WIND, AS WELL AS OTHER NON-CLIMATIC FACTORS.

THE BIDDER OR CONTRACTOR IS CAUTIONEQ THAT DETAILS SHOWN ON THE SUBSURFACE PLANS ARE PRELIMINARY ONLY AND IN MANY CASES THE FINAL DESIGN DETAILS ARE DWFFERENT. FOR BIDDING

AND CONSTRUCTION PURPOSES. REFER TO THE CONSTRUCTION PLANS AND DOCUMENTS FOR FINAL DESIGN INFORMATION ON THIS PROJECT THE DEPARTMENT DOES NOT WARRANT OR GUARANTEE THE SUFFICIENCY
OR ACCURACY OF THE INVESTICATION MADE, NOR THE INTERPRETATIONS MADE, OR OPINION OF THE DEPARTMENT AS TO THE TYPE OF MATERIALS AND CONDITIONS TO BE ENCOUNTERED. THE BIDDER OR
CONTRACTOR IS CAUTIONED TO MAKE SUCH INDEPENDENT SUBSURFACE INVESTIGATIONS AS HE DEEMS NECESSARY TO SATISFY HMSELF AS TO CONDITIONS TO BE ENCOUNTERED ON THIS PROJECT THE

CONTRACTOR SHALL HAVE NO CLAIM FOR ADDITIONAL COMPENSATION OR FOR AN EXTENSION OF TIME FOR ANY REASON RESULTING FROM THE ACTUAL CONDITIONS ENCOUNTERED AT THE SITE DIFFERING FROM
THOSE INDICATED IN THE SUBSURFACE INFORMATION

NOTE - THE INFORMATION CONTAINED HEREIN I5 NOT IMPLIED OR GUARANTEED BY THE N, C, DEPARTMENT

OF TRANSPORTATION AS BEING ACCURATE NOR IT 1S CONSIDERED TO BE PART OF THE PLANS,
SPECIFICATIONS, OR CONTRACT FOR THE PROJECT,

NOTE - BY HAVING REQUESTED THIS INFORMATION THE CONTRACTOR SPECIFICALLY WAIVES ANY CLAIMS
FOR INCREASED COMPENSATION OR EXTENSION OF TIME BASED ON DIFFERENCES BETWEEN THE
CONOITIONS INDICATED HEREIN AND THE ACTUAL CONOITIONS AT THE PROJECT SITE.
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OF TRANSPORTATION
DIVISION OF HIGHWAYS
GEOTECHNICAL ENGINEERING UNIT

SOIL AND ROCK LEGEND, TERMS, SYMBOLS, AND ABBREVIATIONS

SOIL DESCRIPTION

GRADATION

10® BLOWS PER FODT ACCORDING TD

SOIL IS CONSIDERED TO BE THE UNCONSODLIDATED, SEMI-CONSOLIDATEQ, OR WEATHERED EARTH MATERIALS
THAT CAN BE PENETRATED WITH A CONTINUOUS FLIGHT POWER AUGER, AND YIELD LESS THAN

STANDARD PENETRATION TEST (AASHTO T2@6, ASTM D-1586). SOIL

WELL GRADED - INDICATES A GOOD REPRESENTATION OF PARTICLE SIZES FROM FINE TO CDARSE,
_UNIFORM - INDICATES THAT SOIL PARTICLES ARE ALL APPROXIMATELY THE SAME SIZE.(ALSD

PODRLY GRADED)
GAP-GAADED - INDICATES A MIXTURE OF UNIFORM PARTICLES OF TWD OR MORE SIZES.

CLASSIFICATION 1S BASED ON THE AASHTO SYSTEM. BASIC DESCRIPTIONS CENERALLY SHALL INCLUDE:
CONSISTENCY, COLOR, TEXTURE, MOISTURE, AASHTO CLASSIFICATION, AND OTHER PERTINENT FACTORS SUCH

ANGULARITY OF GRAINS

AS MINERALOGICAL COMPOSITION, ANGULARITY, STRUCTURE, PLASTICITY, ETC, EXAMPLE:
VERY STIFF, GRAY,SILTY CLAY, WIST WiTH INTERBEDDED FINE SAND LAYERSHIGHLY PLASTIC, A7 6

THE ANGULARITY DR ROUNDNESS OF SDIL GRAINS |S DESIGNATED BY THE TERMS ANGULAR.
_SUBANGULAR, SUBROUNDED, OR ROUNDED.

SOIL LEGEND AND AASHTO CLASSIFICATION

MINERALOGICAL COMPOSITION

Pl OF A-7-5 SUBGROUP 1S = LL - 39 ; Pl OF A-7-6 SUBGROUP 1S = LL - 39

SPRING OR SEEP

GENERAL GRANULAR MATERIALS SILT-CLAY MATERIALS DRCANIC MATERIALS MINERAL NAMES SUCH AS GUARTZ, FELDSPAR, MICA, TALC, KAOLIN, ETC. ARE USED IN DESCRIPTIONS

CLASS. (< 357 PASSING 5200 (> 357 PASSING *200) ’ L WHENEVER THEY ARE CONSIDERED OF SIGNIFICANCE.

GROUP At [a3 a-2 s COMPRESSIBILITY

CLASS.  |A-lolAlb A-2-614-2-7) frd SLIGHTLY COMPRESSIBLE LIOUID LIMIT LESS THAN 31
e EERE el i -~ MDDERATELY COMPRESSIBLE LIOUID LIMIT EQUAL TD 31-58
SYMBOL  pessasdssd HIGHLY COMPRESSIBLE L1QUID LIMIT GREATER THAN 50
% PASSING SILT- PERCENTAGE OF MATERIAL

* 1B 50 Mx GRANULAR MUCK, GRANULAR  SILT - CLAY

" 40 (38 Mx52 Mx|s51MN SOILS EE?LYS PEAT ORGANIC_MATERIBL SOILS S0ILS OTHER MATERIAL

= 200 (15 M [25 Mx|18 MX|35 Mx[35 MX|35 Mx|35 Mx|35 MN (36 MNI3E MN[36 MN TRACE OF ORGANIC MATTER 2 -3 3- 5% TRACE 1- 107

LITTLE ORGANIC MATTER 3 - 5% 5 -2 LITTLE 10 - 207
LIOUID LIMIT 49 MX[41 MN 110 MX (41 MN |49 MY |41 MN [1D MX| 41 MN SOILS WITH MODERATELY ORGANIC 5 - i0% 12 - 20% SOME 20 - 357
PLASTIC NOEX | & Mx NP 1o Mx |18 Mx i1 My |11 MN (18 MX (10 MX i MN [ TUMN ITTLE om iGHLY | MIGHLY ORCANIC 107 207 HIGHLY 35% AND ABOVE
GROUP [NDEX [} [ 2 a M0 |8 MX |12 MX |16 MX|No MX 23352$;E0F ORGANIC GROUND WATER
! SOILS
EEU:EJL;PES E;g:‘;”z:gs FINE| SILTY OR cLAYEY SILTY CLAYEY onoméch AV WATER LEVEL IN BORE HOLE IMMEDIATELY AFTER ORILLING
. MATT
MATERIALS swp  [SAND| CRAVEL AND SAND | SDILS | SOWS A A STATIC WATER LEVEL AFTER 24 HOURS
GEN. RATING
PW

AS A EXCELLENT TO GOOD FAIR TO POOR F:EF:JRTO POOR | UNSUITABLE hVAS PERCHED WATER, SATURATED ZONE, OR WATER BEARING STRATA

SUBGRADE OJW—

CONSISTENCY OR DENSENESS

MISCELLANEOUS SYMBOLS

DESCRIPTIONS MAY [NCLUDE COLOR OR COLOR COMBINATIONS (TAN, RED, YELLOW-BRAWN, BLUE-GRAY).
MODIFIERS SUCH AS LIGHT, DARK, STREAKED. ETC. ARE USED TO DESCRIBE APPEARANCE.

Diedrich D-50

CORE BIT
Mud Rotary

RANGE OF STANDARD RANGE OF UNCONFINED . Teer BoRING
PRIMARY SOIL TypE | COMPACTNESS OR | As o G TENCE COMPRESSIVE STRENGTH ROADWAY EMBANKMENT (RE) Q"" owt TEST BORING v cone
CONSISTENCY (N-YALLE} (TONS/FT2 ) WITH SOIL DESCRIPTION vsT PHI
SPT N-VALUE
GENERALLY Very Loose <4 SOIL SYMBOL @ AUGER BORING O
GRANULAR LoDes 4 70 10
MATERIAL MEDIUM DENSE 10 10 32 N/ ARTIFICIAL FILL (AF) DTHER Q CORE BORING @ED—  SPT REFUSAL
(NON-COHESIVE) DENSE 39 10 50 THAN ROADWAY EMBANKMENT
VERY DENSE 50 Mt
NFERA UNDARY O MONITORING WELL
T > — INFERAED SOIL BO
GENERALLY SOF T 2104 2.25 10 0,58 ——_~—~  INFERRED ROCK LINE A PIEZOME TER
SILT-CLAY MEDIUM STIFF 4708 2.5 10 Lo INSTALLATION
MATERIAL STIFF 8 1015 1 T0 2 TTrre< ALLUVIAL SOIL BOUNDARY O SLOPE INDICATOR
(COHESIVE) VERY STIFF 15 70 32 2 T0 4 INSTALLATION
HARD >38 >4 25/025 DIP & DIP DIRECTION OF A
ROCK STRUCTURES . CONE PENETROMETER TEST
TEXTURE OR GRAIN SIZE }
U.S. STD. SIEVE SIZE 4 1 ap 60 200 270 ° SOUNDING ROD
OPENING (MM) 476 280 842 025 0075 0.053 ABEREVIATIONS
— — CVvl9y LU e}
AR
BOULDER COBBLE GRAVEL coArse cie | SILT cLaY AR - AUGER REFUSAL MED, - MEDIUM VST - VANE SHEAR TEST
SAND SAND
(BLOR,) (C0B.) (GR) e s e ] (SL.) (L) BT - BORING TERMINATED MICA. - MICACEOUS WEA, - WEATHERED
— CL. - CLAY MOD; - MODERATELY 7 - UNIT WEIGHT
GRAIN MM 325 o 20 .25 .25 0.085 CPT - CONE PENETRATION TEST NP - NON PLASTIC 4 ORY UNIT WEIGHT
slze N 12 3 CSE. - COARSE ORG. - ORGANIC
SD[L MOISTURE - CORRBELATION DF TERMS OMT - DILATGMETER TEST PMT - PRESSUREMETER TEST SAMPLE ABBREVIATIONS
ST StAC e DPT - DYNAMIC PENETRATION TEST  SAP. - SAPROLITIC S - BULK
GUIDE FOR FIELD MOISTURE DESCRIPTION s - VOID RATIO SD. - SAND, SANDY $S - SPLIT SPOON
(ATTERBERG LIMITS) DESCRIPTION T ot ety S ereLpY TuBE
:. - SATURATED ~ USUALLY LIOUID; VERY WET, USUALLY FOS5. - FOSSILIFERDUS St sLieHTLY A5 - ROLK
AT FROM BELOW THE GROUND WATER TABLE FRAC. - FRACTURED, FRACTURES TCR - TRICONE REFUSAL RT - RECOMPACTED TRIAXIAL
LL_ | LIOUID LIMIT FRAGS. - FRAGMENTS w - MOISTURE CONTENT CBR - CALIFORNIA BEARING
pLasTIC | B HI. - HIGHLY v - VERY RATID
SEMISOLID; REQUIRES DRYING T0
ARNGE < WET - tw) ATTAIN OPTIMUM MOISTURE EQUIPMENT USED ON SUBJECT PROJECT
wh || elastic L —— = — i
DRILL UNITS: ADVANCING TOOLS: HAMMER TYPE:
oM | OPTIMUM MOISTURE - MDIST - M) SOLID: AT OR NEAR OPTIMUM MOISTURE (] cuar sirs automMatic [ ] MenuAL
SL_| SHRINKAGE LIMIT [] mosie a-
REQUIRES ADDITIONAL WATER TO D 6' CONTINUOUS FLIGHT AUCER CORE SIZE:
ORY - 04 ATTAIN OPTIMUM MOISTURE D 8¢-51 D GHOLLOW AUGERS D'B
PLASTICITY [] cHe-esc [] waro Facep Fincer BiTS [~
PLASTICITY INDEX PD) ORY STRENGTH D D TUNG.-CARBIOE INSERTS D—H
NONPLASTIC 25 VERY LOW CME-550 N
LOW PLASTICITY 6-15 SLIGHT U] casine [ ] ws aovancer HAND TOOLS:
MED. PLASTICITY 16-25 MEDIUM . .
o e A ion [] portasLE HOIST [] rricone STEEL TEETH [] ~osT woLE DicGER
15, . . [ | neno aucer
COLOR = TRICONE 2 'Y * TUNG.-caRg. L] e

[ | sounoing RoD
[ vane seeeR TEST

[l
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ROCK DESCRIPTION

TERMS AND DEFINITIONS

HARO ROCK IS NON-COASTAL PLAIN MATERIAL THAT [F TESTED, WOULD YIELD SPT REFUSAL. AN INFERRED
ROCK LINE [NDICATES THE LEVEL AT WHICH NON-COASTAL PLAIN MATERIAL WOULD YIELD SPT REFUSAL.
SPT REFUSAL IS PENETRATION BY A SPLIT SPOON SAMPLER EQUAL TO DR LESS THAN 2.1 FOOT PER 69 BLOWS.

[N NON-COASTAL PLAIN MATERIAL, THE TRANS[T[ON BETWEEN SOIL AND ROCK IS OFTEN REPRESENTED BY A ZONE

OF WEATHERED ROCK.

ROCK MATERIALS ARE TYPICALLY DIVIOED AS FOLLOWS:

NON-COASTAL PLAIN MATERIAL THAT WOULD YIELD SPT N VALUES > 120
BLOWS PER FOOT [F TESTED.

WEATHERED
ROCK (WR) ==

FINE TO COARSE GRAIN IGNEOUS AND METAMORPHIC ROCK THAT
4 WOULD YIELD SPT REFUSAL IF TESTED. ROCK TYPE [NCLUDES GRANITE,
GNE[SS, GABBRO, SCHIST, ETC,

CRYSTALLINE
ROCK (CR)

ALLUVIUM (ALLUV.) - SOILS THAT HAVE BEEN TRANSPORTED BY WATER,
AQUIFER - A WATER BEARING FDRMATION OR STRATA,
ARENACEOUS - APPLIED TO RDCKS THAT HAVE BEEN DERIVED FROM SAND OR THAT CONTAIN SAND.

ARGILLACEOUS - APPLIED TO ALL RDCKS OR SUBSTANCES COMPOSED DF CLAY MINERALS,

OR HAVING A NDTABLE PROPDRTION OF CLAY IN THEIR COMPOSITION, AS SHALE, SLATE,ETC.
ARTESIAN - GROUND WATER THAT IS UNDER SUFFICIENT PRESSURE TO RISE ABDVE THE LEVEL
AT WHICH IT IS ENCOUNTERED, BUT WHICH DOES NOT NECESSARILY RISE TO OR ABOVE THE
CROUND SURFACE.

CALCAREOUS (CALC.) - SOILS THAT CONTAIN APPRECIABLE AMOUNTS OF CALCIUM CARBONATE.

FINE TO COARSE GRAIN METAMORPHIC AND NON-CDASTAL PLAIN
SEDIMENTARY ROCK THAT WOULD YEILD SPT REFUSAL [F TESTED. ROCK TYPE
INCLUOES PHYLLITE, SLATE, SANDSTONE, ETC.

NON-CRYSTALLINE
ROCK INCR)

COASTAL PLAIN SEOIMENTS CEMENTED INTD ROCK, BUT MAY NDT YIELD
SPT REFUSAL. ROCK TYPE [NCLUDES LIMESTONE. SANDSTONE, CEMENTED

COASTAL PLAIN =i
SEDMENTARY ROCK
)

(CP: SHELL BEDS. ETC.
WEATHERING
FRESH ROCK FRESH, CRYSTALS BRIGHT, FEW JOINTS MAY SHOW SLICHT STAINING, ROCK RINGS UNDER
HAMMER IF CRYSTALLINE,
VERY SLIGHT ROCK GENERALLY FRESH, JOINTS STAINED, SOME JOINTS MAY SHOW THIN CLAY COATINGS IF OPEN,
v SLLY CRYSTALS ON A BROKEN SPECIMEN FACE SHINE BRIGHTLY. ROCK RINGS UNDER HAMMER BLOWS IF
OF A CRYSTALLINE NATURE.
SLIGHT ROCK GENERALLY FRESH, JDINTS STAINED AND DISCOLORATION EXTENDS INTO ROCK UP TO
(SL1J) | INCH. OPEN JOINTS MAY CONTAIN CLAY, IN GRANITOIO ROCKS SOME OCCASIONAL FELOSPAR
CRYSTALS ARE DULL AND DISCOLORED. CRYSTALLINE ROCKS RING UNDER HAMMER BLOWS:
MODERATE  SIGNIFICANT PDRTIONS OF ROCK SHOW DISCOLORATION AND WEATHERING EFFECTS. IN
(MOD.J) GRANITDID ROCKS, MOST FELOSPARS ARE OULL AND DISCOLURED, SOME SHOW CLAY. ROCK HAS
DULL SOUND UNDER HAMMER BLOWS AND SHOWS SIGNIFICANT LOSS OF STRENGTH AS COMPARED
WITH FRESH ROCK.
MODERATELY ALL ROCK EXCEPT QUARTZ DISCOLORED OR STAINED. IN GRANITOID ROCKS, ALL FELDSPARS DULL
SEVERE AND OISCOLORED AND A MAJORITY SHOW KAOLINIZATION. ROCK SHOWS SEVERE LOSS OF STRENGTH
(MOD. SEV.)  AND CAN BE EXCAVATED WITH A CEOLOGIST'S PICK. ROCK GIVES 'CLUNK® SOUND WHEN STRUCK.
(£ _TESTED, WOULO FIELE SPT REFUSAL
SEVERE ALL ROCK EXCEPT QUARTZ DISCOLORED OR STAINED.ROCK FABRIC CLEAR AND EVIDENT BUT REDUCED
(SEV.) IN STRENGTH TO STRONG SOIL, IN GRANITOID ROCKS ALL FELDSPARS ARE KAOLINIZED TO SOME

EXTENT. SOME FRAGMENTS OF STRONG ROCK USUALLY REMAIN,
{F TESTED. YIELDS SPT N VALUES ) 188 BPF

VERY SEVERE

ALL ROCK EXCEPT QUARTZ DISCOLORED OR STAINED. ROCK FABRIC ELEMENTS ARE DISCERNISLE BUT

COLLUVIUM - ROCK FRAGMENTS MIXED WITH SDIL DEPDSITED BY GRAVITY ON SLOPE OR AT BOTTOM

OF SLOPE,

CORE RECOVERY (REC.) - TOTAL LENGTH OF ALL MATERIAL RECOVERED IN THE CORE BARREL DIVIDED BY TOTAL
LENGTH OF CORE RUN AND EXPRESSED AS A PERCENTAGE.

DIKE - A TABULAR BODY OF IGNEQUS ROCK THAT CUTS ACROSS THE STRUCTURE OF ADJACENT

ROCKS OR CUTS MASSIVE ROCK.

DIP - THE ANGLE AT WHICH A STRATUM OR ANY PLANAR FEATURE 1S INCLINED FROM THE

HORIZONTAL.

OIP OIRECTION (DIP AZIMUTH) - THE DIRECTION OR BEARING OF THE HORIZONTAL TRACE OF

THE LINE OF DIP, MEASURED CLOCKWISE FROM NORTH.

FAULT - A FRACTURE OR FRACTURE ZONE ALONG WHICH THERE HAS BEEN DISPLACEMENT OF THE

SIDES RELATIVE TO ONE ANDTHER PARALLEL TO THE FRACTURE.

FISSILE - A PROPERTY OF SPLITTING ALONG CLOSELY SPACED PARALLEL PLANES.

FLOAT - ROCK FRAGMENTS DN SURFACE NEAR THEIR ORIGINAL POSITION AND DISLODGED FROM
PARENT MATERITAL.

FLOOD PLAIN (FP) - LAND BORDERING A STREAM, BUILT OF SEDIMENTS DEPOSITED BY
THE STREAM,

FORMATION (FM.) - A MAPPABLE GEOLOGIC UNIT THAT CAN BE RECOGNIZED AND TRACED IN

THE FIELD.

JOINT - FRACTURE IN ROCK ALONG WHICH NO APPRECIABLE MOVEMENT HAS OCCURRED.

LEDGE - A SHELF-LIKE RIOGE OR PRDJECTION OF ROCK WHOSE THICKNESS IS SMALL COMPARED TO
1TS LATERAL EXTENT,

LENS - A BOOY OF SOIL DR ROCK THAT THINS OUT IN ONE OR MORE OIRECTIONS,

MOTTLED (MOT,) - IRREGULARLY MARKED WITH SPOTS OF DIFFERENT CDLORS.MOTTLING IN
SOILS USUALLY [NDICATES POOR AERATION AND LACK OF GODD DRAINAGE.

v SEV.) THE MASS 15 EFFECTIVELY REDUCED TO SOIL STATUS, WITH DNLY FRAGMENTS DF STRONG ROCK
REMAINING, SAPROLITE 1S AN EXAMPLE OF RDCK WEATHERED TO A DEGREE SUCH THAT ONLY MINOR PERCHED WATER - WATER MAINTAINED ABOVE THE NORMAL GRDUND WATER LEVEL BY THE PRESENCE OF AN
VESTIGES OF THE ORIGINAL ROCK FABRIC REMAIN, (F IESTED, FIELOS ST N YALUES ¢ 199 8PF INTERVENING IMPERVIDUS STRATUM.
COMPLETE  ROCK REDUCED TO SOIL. ROCK FABRIC NDT DISCERNIBLE, OR DISCERNIBLE ONLY IN SMALL AND RESIDUAL (RES. SDIL - SDIL FORMED IN PLACE BY THE WEATHERING OF ROCK.
itggTiznggagcgNmmmNs, OURRTZ AT B PRESENT 45 DIKES OR STHINGERS. SAPROLITE 15 ROCK DUALITY DESIGNATION (RDD) - A MEASURE OF ROCK OUALITY DESCRIBED BY TOTAL LENGTH OF
- LE ROCK SEGMENTS EOUAL TO OR GREATER THAN 4 INCHES DIVIDED BY THE TOTAL LENGTH OF CORE RUN AND
ROCK HARDNESS EXPRESSED AS A PERCENTAGE.
VERY HARD  CANNOT BE SCRATCHED BY KNIFE OR SHARP PICK. BREAKING OF HAND SPECIMENS REQUIRES SAPROLITE (5AP.) - RESIDUAL SOIL THAT RETAINS THE RELIC STRUCTURE OR FABRIC OF THE
SEVERAL HARD BLOWS OF THE GEOLOGIST'S PICK. PARENT ROCK.
SILL - AN INTRUSIVE BODY OF IGNEOUS ROCK OF APPROXIMATELY UNIFORM THICKNESS AND
HARD $SNDEEA§ERSLZSEZPEZI:E":FE DRI ONLY WITH DIFFICULTY. HARD: HAMMER BLOWS REOUIRED RELATIVELY THIN COMPARED WITH (TS LATERAL EXTENT, THAT HAS BEEN EMPLACED PARALLEL
: TO THE BEDDING OR SCHISTOSITY OF THE INTRUDED ROCKS,
MODERATELY CAN BE SCAATCHED BY KNIFE OR PICK. DOUGES DROGRODVES 10 0.25 INCHES OCEP CAN BE SLICKENSIOE - POLISHED AND STRIATED SURFACE THAT RESULTS FROM FRICTION ALONG A FAULT OR
HARD EXCAVATED BY HARD BLOW OF A GEOLOGIST'S PICK. HAND SPECIMENS CAN BE DEFACHED I PLaNE
BY MDDERATE BLOWS. )
U— Con BE GRODYED OR GOUCED 0.05 INCHES OFEP BY FIRM PRESSURE 0F KNIFE OR PICK POINT. STANDARD PENETRATION TEST IPENETRATION RESISTANCE) ISPT) - NUMBER OF BLOWS (N OR BPF)OF
HaRD CON B EXCAYATED 1N SHALL CHIES 10 PEICES | INCH MAKIMUM S1ZE BY HARD BLOWS OF THE A 140 L8, HAMMER FALLING 30 INCHES REQUIRED TO PRODUCE A PENETRATION OF 1 FOOT INTO SOIL WITH
. A 2 INCH OUTSIDE DIAMETER SPLIT SPODN SAMPLER, SPT REFUSAL IS PENETRATION EQUAL TO DR LESS
POINT OF A GEOLOGIST'S PICK.
THAN B.1 FODT PER 68 BLOWS.
SOFT CAN BE GROVED 0R GOUGED READILY BY KNIFE OR PICK, CAN BE EXCAVATED [N FRAGMENTS
FROM CHIPS TO SEVERAL INCHES IN SIZE BY MODERATE BLOWS OF A PICK POINT. SMALL, THIN STRATA CDRE RECOVERY (SREC.)- TOTAL LENGTH OF STRATA MATERIAL RECOVERED OIVIDED BY TOTAL LENGTH
PIELES Lan BE BROCLY BY FINCER PRESSURE. OF STRATUM AND EXPRESSED AS A PERCENTAGE.
e o e o .o 8 st o o o o i s | S I UL G e 6 BT SR D
SOFT BTN:EURRNEMILN THICKNESS CAN BE BROKEN BY FINGER PRESSURE. CAN BE SCRATCHED READILY BY e A oot
R Y TA! RGAI MaT .
CTURE SPAC SEDOING TOPSOIL (TS - SURFACE SOILS USUALLY CONTAINING ORGANIC MATTER
TERM SPACING Lo THICKNESS BENCH MARK: BL 2
VERY WIDE MORE THAN 12 FEET VERT THICKLY BEDDED JATEET N 892916
e S0 e rEe e o - E 2593734 ELEVATION: 35.72 FT
MODERATELY CLOSE | TO 3 FEET THINLY BEDDED 06 - 15 FEET — - N 0o :
VERY THINLY BEDDED 2.03 - 016 FEET
CLOSE .16 TO 1 FEET ! S el [—
VERY CLOSE LESS THAN @.16 FEET HICKLY LAMINATED : 03 FEE :
THINLY LAMINATED < 9,008 FEET
INDURATION Soil samples visually classified in the field, no lab testing.

FOR SEDIMENTARY ROCKS, INDURATION [S THE HARDENING OF THE MATERIAL BY CEMENTING, HEAT, PRESSURE. ETC.

RUBBING WITH FINGER FREES NUMEROUS CRAINS:
GENTLE BLOW BY HAMMER DISINTEGRATES SAMPLE.

FRIABLE

GRAINS CAN BE SEPARATED FROM SAMPLE WITH STEEL PROBE;
BREAKS EASILY WHEN HIT WITH HAMMER.

MODERATELY INDURATED

GRAINS ARE DIFFICULT TO SEPARATE WITH STEEL PROBE:
DIFFICULT TD BREAK WITH HAMMER,

SHARP HAMMER BLOWS REQUIRED TO BREAK SAMPLE:
SAMPLE BREAKS ACROSS CRAINS.

INDURATED

EXTREMELY [NDURATED

REVISED 03/2370%
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NCDOT BORE SINGLE BRIDGE 17 GINT LOGS.GPJ NC_DOT.GDT 6/5/12

(=2 NCDOT GEOTECHNICAL ENGINEERING UNIT
BORELOG REPORT

SHEET 4

WBS 17BP.1.R.23

| TIP 17BP.1.R.23 ] COUNTY BERTIE | GEOLOGIST B. Smith
SITE DESCRIPTION Bridge No. 17 over Loosing Swamp on SR 1200 (Hexlena Road) GROUND WTR (ft)
BORING NO. EB1-A STATION N/A OFFSET N/A ALIGNMENT N/A 0 HR. N/A
COLLAR ELEV. 355 ft TOTAL DEPTH 108.5 ft NORTHING 892,927 EASTING 2,593,630 24 HR. 4.5
DRILL RIG/HAMMER EFF./[DATE SUM0093 DIEDRICH D-50 82% 07/22/2011 ‘ DRILL METHOD Mud Rotary HAMMER TYPE Automatic
DRILLER J. Bare START DATE 01/25/12 COMP. DATE 01/25/12 |SURFACE WATER DEPTH N/A
DRIVE BLOW COUNT BLOWS PER FOOT | |samp L
E}'f'f)v ELEV DE(g)T H v ) SOIL AND ROCK DESCRIPTION
(ft) 0.5ft | 057t | 0.5ft | 0 2 50 [ 100 | NO. | /mol| G | ELev @ DEPTH (fl)
40 =
. i L 355 GROUND SURFACE 0.0
— =1 = SR [ ROADWAY EMBANKMENT
=+ I3 z [ e o Very Loose, Brown, Silty Fine Grained SAND
321 ] 34 | i (A-3)
+ S L #1. : ss1 | w
30 T L 55
I V. ALLUVIAL
1 [ No Recovery. Interpreted as Alluvial SILTY
27.1 8.4 S SAND (A-2-4)
i 0 2 1 +3  E S Sat.
25 | L |
J: . .
221 ] 134 e . 120
1 1 3 o E W R ss s Very Loose, Light Brown, Silty Fine Grained
20 | T Bir w4 -2 | Sat. SAND (A-3) -
i . . i COASTAL PLAIN '
124 T 184 l. - - - Ver){ Loose to Loose, Dark Gray, Silty F_ine
1 2 1 - - . . 583 i sat. |f Grained SAND (A-3), Yorktown Formation
15 4 |,3 g S - - at.
il o o
I ..
121 234 R I D
o 1 1 T2 | lesiee | Soas|isas|dess] Sat
- —1 _|_____ ......... - a s b Ee—————
H P : 5 5
71 L 284 (.. : .
1l 3 2 3 és . . . - Sat.
5 il A - b Sy 309
+ o - .- SE Soft to Stiff, Dark Gray to Green Gray, Fine
24 T aza s B - \\‘.- Sandy CLAY (A-6), Yorktown Formation
1 s | 4 & : ss-4 | sat. N[
0 o L N i \._
Al [ . \r
4 |1 - NG
29 | 384 _ | S .. oo
1 1 2
5 1 dosas|ons “ N .. nd
ik I . Soft, Green Gray, SILT (A-4), With Some
20 T ana : = Fine Grained Sand and Clay, Yorktown
S SR 3 1 3 - 3 e Formation
10 _.: ’4 5 §S-5 | Sat.
1 l. .
e ane g | TR a1
1 1 3
5 L 94 - - Sat.
B ol (- |
i I .
-179 | 534 - .
1 1 2 [ t
20 “.-: ’.3 . ‘ - Sat.
| 1
1 (I ; g
| 224 5R 4 | . s o A s -
1 1 3 u
25 T bl Sl Bl | Sat e
L)
4 I. - - - . . -
-27.9 1 634 e : S 3
1 1 3 B 2 2 == t
w| T L el R st
e Tasae] B (N I .
T 1 2 9 : ‘1'1 : : ss7 | sat -33.9 69.4
-35 . i o 1 Medium Dense to Loose, Gray, Fossiliferous
o5 e : Clayey Fine to Coarse Grained SAND
i . /. (A-2-6), Yorktown Formation
379 [ 734 | S ozl w s -
2 2 4 | .
40 1 | J{, $S-8 | Sat.




NCDOT BORE SINGLE BRIDGE 17 GINT LOGS GPJ NC_DOT.GDT 6/5/12

(== NCDOT GEOTECHNICAL ENGINEERING UNIT
BORELOG REPORT

SHEET 5

WBS 17BP.1.R.23

| TIP 17BP.1.R.23

| counTY BERTIE

| GEOLOGIST B. Smith

SITE DESCRIPTION Bridge No. 17 over Loosing Swamp on SR 1200 (Hexlena Road)

BORING NO. EB1-A

STATION N/A

OFFSET N/A

ALIGNMENT N/A

COLLARELEV. 35.5ft

TOTAL DEPTH 108.5 ft

NORTHING 892,927

EASTING 2,593,630

GROUND WTR (ft)
0 HR. N/A
24 HR. 45

DRILL RIG/HAMMER EFF./DATE SUMO0093 DIEDRICH D-50 82% 07/22/2011

HAMMER TYPE Automatic

| DRILL METHOD  Mud Rotary

-1t e

PO S N UAT S T SN O SN AN TN T GOSN N N A SN SN AN =it W O 1

Eop g oyt g b peaing oy Lo g ghoelit
-+ttt

IIIIIIIIIIlTII|III|]I!llIIIIIIIIIIIlIIIlIIIII!

Boring terminated due to automatic hammer
breaking down during SPT drive.

DRILLER J. Bare START DATE 01/25/12 COMP. DATE 01/25/12 ‘ SURFACE WATER DEPTH N/A
DRIVE BLOW COUNT BLOWS PER FOOT SAMP, L
ELEV] ELEv DE(f'ZTH v, o SOIL AND ROCK DESCRIPTION
® (ft) )| o5t | ot [ 0.5t _0 a2 50 75 100| [ NO. | Avoll g | ELev.m DEPTH (f1)
| |
_-40 |l o . MatchLine ) I I ) I B
+ ‘\ - sz ‘ Ce e Q,_-m_a_/ Very Stiff, Brown Gray With Some Black, —L2H
— N g I § Fine Sandy CLAY (A-6), With Some
i T 10 10 10 % -20 - | @ & & % SS9 W §: Phosphate, Yorktown Formation
- il il ! G
479 | 834 ok N
fw .. -
T 4 7 | 10 : *17 W \_
-50 | 4 / 85.9
+ i I ] Stiff, Dark Gray to Black, Fine Sandy SILT
500 T.asa i | )' * s 2 z | (A-4), Yorktown Formation
o 1 2 3 5 ds - : 8810 | W
= -+ Y B No Recovery from Sample at 93.4 ft Due to
T Ao s : Broken Catcher. Interpreted.
L 579 Joza | | MG el (e,
4 6 10 L\
4 _ 16 P
-60 L e A e RTINS 959
- = & \‘.— Hard, Brown With Some Dark Green, Silty
629 1 984 | AT I §.: CLAY (A-6), Yorktown Formation
I 2% | 16| 18 Noze ss11| m N
-65 4 SR | . | ISV [ |- 654 100.8
+ .y EE .o Dense, Light Gray, Clayey Fine Grained
7.9 T 1034 SO B e BRI SAND (A-26)
70 L 23 18 22 Sn 5O M, O I T Ss-12| W
K i .
—t - ""-u...\_‘_.h; = S e
. e e ey ~u -\ P
729 T1o8a| | ] I RS 730 108.5
5/0.1 510.1% Boring Terminated at Elevation -73.0 ft In
Coastal Plain CLAYEY SAND (A-2-6),
(Yorktown Fm.)
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( f“\ ~ W NCDOT GEOTECHNICAL ENGINEERING UNIT

SHEET 6

)
L o
~ /N 1¥ BORELOG REPORT
WBS 17BP.1.R.23 ‘ TIP 17BP.1.R.23 l COUNTY BERTIE | GEOLOGIST B. Smith
SITE DESCRIPTION Bridge No. 17 over Loosing Swamp on SR 1200 (Hexlena Road) GROUND WTR (ft)
BORING NO. EB2-A STATION N/A OFFSET N/A ALIGNMENT N/A 0 HR. N/A
COLLARELEV. 350ft TOTAL DEPTH 119.9ft NORTHING 892,921 EASTING 2,593,739 24 HR. FIAD
DRILL RIGHAMMER EFF.JDATE SUMO0093 DIEDRICH D-50 82% 07/22/2011 I DRILL METHOD Mud Rotary HAMMER TYPE Automatic
DRILLER J. Bare | START DATE 01/26/12 COMP. DATE 01/26/12 lSURFACE WATER DEPTH N/A
DRIVE BLOW COUNT BLOWS PER FOOT SAMP. L
BV ELev DE(E)T H = b ) SOIL AND ROCK DESCRIPTION
0 (ft) 0.5ft | 0.5ft | 057t | |0 25 50 s 100 | NoO. | woll 6 | ELev DEPTH (ft)
35 ‘ 35.0 GROUND SURFACE 0.0|
+ 5 oo L ROADWAY EMBANKMENT
4 5 W o No Sample Taken (cuttings are SILTY SAND
| 315 T as Ceee N (A-2-4)) —30
30 +  |WOH|WOH|WOH|L - - - - 51 | Sat. ALLUVIAL
=== s N e e ) BN N— Very Soft, Tan Brown, Fine Sandy CLAY &x
T |.‘- S e . \ (A-6), With Some Plant Matter e
T [ AR I I Very Loose to Loose, Brown, Silty Fine
265 T B5 . TR (snnell Tl sl Grained SAND (A-3)
2 Tl e sse e
- I ‘ - ey Ty . a e . P
i | A2 | 8 |Re bR [fasis
215 T 135 | | ot a
20 JIT. 2 2 5 ',_?' T . e e Sat.
4 ’I L. 16.0
£ ST Loose, Gray, Coar§e Grained SAND (A-1-b),
16.5 T 185 i . [ Rod With Gravel
15 i ! ¢ 4 i el SS8-3 | Sat o Poor Recovery -
i :}: : COASTAL PLAIN '
115 T 235 L) - Loose, Gray to Dark Gray, Silty Fine_Grained
10 1 3 3 4 i 5 Tl : s54 | sat. [ SAND (A-3), Yorktown Formation
4 1.
85 T 285 i -
5 T 3 2 3 ‘5- . Sat e
& e . . 310
1 L. . Soft, Blue Gray, SILT (A-4), With Some Fine
4E 4 aac [ . Grained Sand, Trace Clay, Yorktown
0 :_ 1 1 R . *4: E ; ‘ S5l sat Formation
25 =k :
| 38 T3R5 ) [
5 I 1 2] 2 i,;' M Rl Mitalaliall Rlbosinni Sat.
I L S
-85 T 435 ) || T 5 OE
| -10 | I B B Y 7 el Sat
3 [z W
- Iv . - -
| -13.5 T 485 I [F= : -
15 T 2 2 2| e a T | ss6 | sat
-18.5 T 53.5 I - s
20 I L I I Y 75N B B el sat.
I I o
& l. .
235 T 585 | b
25 =y 1 1 2 | 4y EXEE il Sat.
i 15 =
2] L ..
| =285 T 63.5 ) Lo
30 | + 2 2 2 &4‘ ¥ S8-7 | Sat.
T I :
l i AE S ;
=21 & *‘-_Eﬂ__ﬁ e - \‘ - - | 690
-35 T 2 7 4 }1‘1 o | SS-8 | Sat. Medium Dense to Loose, Gray, Fossiliferous
4 . . . Clayey Fine to Coarse Grained SAND
L 8 . { . | (A-2-6), Yorktown Formation
| -385 T 735 i 0o ‘
40| T R N : Sat.
i N 76.0
1 . \ - Medium Dense, Dark Brown with Sorme
435 1 785 . “ . Black, Phosphate Rich, Clayey Fine Grained
45 I_“ 4 4 | 5 7 - ol SS9 | sat. [ SAND (A-2-6), Yorktown Formation

NCDOT BORE SINGLE BRIDGE 17 GINT LOGS GPJ NC_DOT.GDT 6/5/12




q”;\ . NCDOT GEOTECHNICAL ENGINEERING UNIT
~~/\l1¥ BORELOG REPORT

P

SHEET 7

wBS 17BP.1.R.23 [TIP 17BP.1.R.23 ‘COUNTY BERTIE ‘GEOLO

GIST B. Smith

SITE DESCRIPTION Bridge No. 17 over Loosing Swamp on SR 1200 (Hexlena Road)

GROUND WTR (ft)

BORING NO. EB2-A STATION N/A OFFSET N/A

ALIGNMENT N/A

0 HR. N/A

COLLARELEV. 35.0ft TOTAL DEPTH 119.9 ft NORTHING 892,921

EASTING 2,593,739

24 HR. FIAD

DRILL RIG/HAMMER EFF.JDATE SUMO0093 DIEDRICH D-50 82% 07/22/2011 | DRILL METHOD Mud Rotary

HAMMER TYPE Automatic

DRILLER J. Bare

START DATE 01/26/12

COMP. DATE 01/26/12

| SURFACE WATER DEPTH N/A

NCDOT BORE SINGLE BRIDGE 17 GINT LOGS GPJ NC_DOT.GDT 6/5/12

DRIVE BLOW COUNT | | BLOWS PER FOOT savp. W /| L
E:'ﬂE)V ELEV DE(f':)T H ' ) SOIL AND ROCK DESCRIPTION
(ft) 0.5ft | 0.5ft | 0.5ft | O 25 50 s 100/ | NO. | /Mol| 6 | ELEV ity DEPTH (it
-45 I T I __ MatchLine | I I T
! I I P 810
14 R . Loose, Dark Brown, Silty Fine Grained SAND
& o N . (A-3), WIth Trace Clay and Fossils, Yorktown
. + D 3 4 5 S i Formation
-50 i ____fg 25| npny $5-10 | Sat.
A T | i _ B86.0
4 s w % F | Loose, Dark Brown, Clayey Fine Grained
ok . | SAND (A-2-6), Trace Fossils, Yorktown
|__5'3‘5' ] ;__8_8..5 =5 B 4 A Formation
-55 | _ 6 88-11 | Sat.
4 .'l - = =
1 S
. -58.5 T 93.5 E: |‘ "
| 60 U SO R A R Sat.
ol s oadE w | s O 96.0
| L, I N Wery Stiff, Light Gray to Gray, Silty CLAY
| sacdape L §., (A-8), Yorktown Formation
65 T 8 8 4 e $8-12 | Sat. ”\\:'."
1 P8 Ns e S : NG 650 101.0
il : N e Ry Dense, Light Gray, Silty Fine Grained SAND
685 T 103.5 sy (A-2-4), WIth Little Clay, Yorktown Formation
-70 i o Il B it o §5-13 | Sat.
1] NI IRV SDN I Lol 710 106.0
i e o= |/ s C e | Very Stiff, Gray, Silty CLAY (A-6), Yorktown
R I [ s s S s S_ Formation
75 0 3 7| m * dis | - 5514 | sat. [NF
ord o & SIS S 4 N
2 2 : Bl cm @ e | o 111.0
4 I \! PR T Dense, Light Gray, Silty Fine Grained SAND
78 5 1112 § - I\- s . m o w : (A-2-4), Yorktown Formation
-BQ -: 10 15 15 - 330 w1 . . | S%ﬂ Sat
T a ol cal | v 116.0
2 i B = & Very Dense, Light Gray, Fine Grained SAND
PV P e (A-3), Yorktown Formation
3 ; 1 & [ :
+ 40 42 |58/0.4 RS 1‘(‘)‘[‘);‘5! SS-16 | Sat. |- 1199
1 fi Boring Terminated at Elevation -84 9 ft In
1 il Coastal Plain SAND (A-3), (Yorktown Fm.)
T g 0o 3 ft interpreted as Roadway
.. L Embankment Fill
| T -




